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A.D.  1863,  10th  July.  N°  1722. 


Soil-pits. 


( This  Invention  received  Provisional  Protection  only.) 

PROVISIONAL  SPECIFICATION  left  by  James  John  Shedlock  at  the  Office 
of  the  Commissioners  of  Patents,  with  his  Petition,  on  the  10th  July 
1863. — A  communication  from  Adolphe  Kolb  and  Theodore  de  Leven- 
hagen,  residing  at  No.  24,  Rue  de  Dunkerque,  Paris,  in  the  Empire  of 
France. 

I,  James  John  Shedlock,  of  No.  12,  Abingdon  Street,  in  the  City  of  West¬ 
minster,  Engineer,  do  hereby  declare  the  nature  of  the  said  Invention 

for  “  Improvements  in  the  Construction  of  Soil-pits,  and  in  the  Mode  of 

#  _  ♦ 

Emptying  the  same,”  to  be  as  follows : — 

This  Invention  relates  to  improvements  in  the  construction  and  mode  of 
emptying  privy  and  other  soil-pits,  as  shewn  in  the  accompanying  Drawing, 
in  which  a,  a,  represent  the  pit  with  lining  and  vault  in  masonry ;  5,  6,  the 
entry  pipe  ;  c,  c,  c ,  conduits  by  which  the  gases  disengaged  in  the  pit  are 
carried  to  the  flue  d,  d ;  e  is  an  opening  formed  in  the  key  of  the  vault  and 
covered  by  a  plate  or  flag,  in  which  are  pierced  three  orifices.  The  first  of 
those  orifices  at  e  serves  as  man-hole,  the  second  gives  passage  when  required 
to  the  pipe  /,  ft  of  the  pump  g ,  g ,  and  the  third  to  the  tube  h,  h ,  h ,  which 
carries  back  to  the  pit  the  gases  disengaged  (during  the  emptying)  in  the 
recipient  o  ;  g,  g,  is  an  ordinary  clearing  pump  ;  i,  connexion  of  the  pipe /,/; 
&,  connexion  of  the  tube  h,  h,  h  ;  Z,  gauge ;  m,  discharge  orifice  of  the 
recipient  o ;  n  cover  of  the  entry  conduit. 

By  application  of  the  above  improvements  we  obtain  a  perfect  aeration  of 
the  pit  and  consequent  suppression  of  mephitic  emanations  even  during  the 
process  of  emptying  while  dispensing  with,  the  use  of  water  and  disinfectants. 


LONDON : 

Printed  by  George  Edward  Eyre  and  William  SroTTiswooDE, 
Printers  to  the  Queen’s  most  Excellent  Majesty.  18G4. 
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